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	� Automatic Shut-off and Automatic Air Pressure Purge

	� Runs Off Standard Electric Outlet

	� Air Cooled and Automated Cool Down Cycle During Fills 

	� Digital Display

WEIGHT 55 lbs 24.95 kg

HEIGHT 15.16 in 39.6 cm

LENGTH 18.3 in 46.5 cm

WIDTH 9.25 in 23.5 cm

SPECIFICATIONS FEATURES

The PepperBall Electric Compressor delivers up to 4,500 PSI (310 BAR) of adjustable air pressure for PepperBall launcher 
air systems. It features automatic shut-off, air pressure purge, digital display (BAR/PSI/MPa), and an integrated filter with 
bleed valve. Quiet and efficient at 75dB, it runs on a standard electric outlet with an automated cool-down cycle during fills 
For PepperBall launcher air systems only. DO NOT USE FOR BREATHING AIR.

PEPPERBALL ELECTRIC COMPRESSOR 4.5K PSI 

PLE070725

PEPPERBALL® AIR SUPPLY

	� Output Hose with Female Quick Disconnect Fitting

	� Adjustable Unit Display (BAR, PSI, MPa)

	� Displays Fill Pressure and Temperature (in Celsius) 
During the Fill

	� Integrated Output Filter with Bleed Valve

	� Ultra Quiet 75dB Operation

PepperBall Electric Compressor 4.5K PSI US Plug 120 V  SKU:  390-01-0015

FILL TIMES


